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T-Box Mk2 Cable Tester
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Why use a T-box

The LA Audio T-Box provides a simple method of checking balanced and
unbalanced cables for continuity, shorts and phasing problems. Connector pairs are
included for 3 pin XLR, 1/4" TRS jacks and phonos. The T-Box can also check MIDI
cables where connections are made to pins 1, 4 and 5 only ie. the T-Box does not
test 5 pin DIN audio cables.

Using the T-Box

Cable checking

Plug both ends of the cable under test into the T-Box and check the status of the
three leds. These light green to show a correct polarity connection, red, and/or
orange to show reverse connections and off to show open circuit - see the following
table.
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Using the T-box

Fuse checking

Touch the end contacts of the fuse onto the surrounds of the phono connectors. A
good fuse will light Led 1, green. An open circuit fuse will not light any leds.

Changing the batteries

To change the batteries inside the T-Box remove the two screws securing the end
plate shown below –

Slide out the complete assembly to gain access to the batteries. Replace with one of
the types -

MN1604
PP3
6LR61

Ensure the batteries are correctly orientated with the battery clips towards the XLR
and jack connectors. Position the battery wires so they will not be trapped when
reinserting the assembly. Locate the PCB into the guides in the case and slide into
place. Replace the end plate and the two retaining screws. DO NOT OVER
TIGHTEN.

To conserve battery life disconnect any test cables from the unit when not in use.

Manufactured by LA Audio (a division of SCV Electronics Ltd.), 6-24 Southgate
Road, London, N1 3JJ, UK.

Tel: +44 (0)171 923 7447.

LA Audio reserves the right to alter the design specifications of its products without
prior notice. E&OE. Copyright LA Audio 1998.


